
The Seitron Chemist 900 Rack gas analyser is the fixed 
version of the Seitron Chemist 900 portable analyser, 
incorporating both NDIR and electrochemical tech-
nologies. This analyser measures gases and emissions 
generated by combustion or industrial transformation 
processes, temperature as well as positive, negative and 
differential pressure.

Seitron Chemist 900 Rack

KEY POINTS
NDIR bench for 3 compounds
Electrochemical gas measuring sensors
Automatic zero
Data acquisition via software Chemist Smart 
Analysis

Rental from one day

Technical assistance included

Multigas Analyser
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APPLICATIONS

Infrared (NDIR)

Electrochemical

From 0°C to 45°COPERATING TEMP.

Flow 2.2 l/minINTERNAL PUMP

Maximum resistance load 
4 x 4-20 mA 1 KOhm

19’’ / 4 HE / 400 mm

ANALOG OUTPUTS

DIMENSIONS

7 kgWEIGHT

Via USB cableMEASUREMENT
STORAGE

90 .. 264 VacPOWER SUPPLY

USB-RS485 Modbus RTUCOMMUNICATION

4.3" backlight color TFT displayDISPLAY Emissions monitoring
Chemical Industry
Power Plant
Biogas 
High Temperature Manufacturing
Thermal Treatment Plant
Agri-food industry

Comply with EN 50270, EN 50379-1 
& EN 50379-2 norms
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GAS TECHNICAL SPECIFICATIONS

TECHNICAL SPECIFICATIONS

Integrated Peltier coolerSAMPLING

MEASURING RANGES ACCURACY

CO  NDIR

CO2 NDIR

CH4 NDIR

0 - 2 500 ppm                                    ± 50 ppm
2 500 - 100 000 ppm                       ± 3% m.v.

NO2

NO

H2 High 0 - 1 000 ppm                                    ± 100 ppm
1 000 - 40 000 ppm                         ± 10% v.m.

H2S  0 - 100 ppm                                        +/- 5ppm
 100 - 500 ppm                                   +/- 5% v.m.
 500 - 5 000 ppm                               +/- 10% v.m. 

  0 - 100 ppm                                        ± 5 ppm
  100 - 1 000 ppm                                ± 5%

NH3  0 - 100 ppm                                        +/- 10ppm
 100 - 500 ppm                                   +/- 10% v.m. 

  0 - 100 ppm                                        ± 5 ppm
  100 - 5 000 ppm                                ± 5%

0 - 8% vol                                             ± 0,3% vol
8 - 40% vol                                          ± 5% m.v.
40 - 50% vol                                        ± 10% m.v.

  0 - 200 ppm                                       ± 50 ppm            	
  200 - 50 000 ppm                            ± 2% m.v.
  50 000 - 1 000 000 ppm                 ± 3% m.v.


