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TECHNICAL SPECIFICATIONS

From 0 to 99 % (non-condensing)HR

SENSITIVITY (cc/sec)

10 survey pointsDATA LOGGING

From -20 to +60°CT° OF FCT

Flashing LED and 90 dBA audible alarm 
(at 10 cm)

ALARM

Similar product available at CleanAir:

ION Panther

Reading displayed to +/-5%, +/-1 digitACCURACY

0,45 kgWEIGHT

390 x 60 x 49 mmDIMENSIONS

Microthermal Conductivity

Fast and accurate leak detection at very 
sensitive levels
Detects almost all known gases or gas 
mixtures
Reliable, stable and reproducible readings
Particularly sensitive to ammonia, argon, 
butane, helium, hydrogen and SF6
Large backlit LCD display for easy viewing
An audible alarm indicates gas leaks 

Integrated piezo pump: 2 cc/minFLOW

ION GasCheck G3
Portable Leak Detector

The ION GasCheck G3 portable helium gas leak detector is a 
advanced instrument designed for the accurate and reliable 
detection of gas leaks. Its advanced microthermal conductivity 
system provides high sensitivity for rapid and effective detection 
of gas leaks down to levels of cc/s, mg/m³ or ppm.

Robust and reliable, the ION GasCheck G3 is ideal for detecting 
diffuse and fugitive emissions (50 volatile gases available, 
including helium and refrigerants).

APPLICATIONS
Industrial
Quality Assurance
Manufacturing
Laboratory
Medical
Research

40 hours (4 AA alkaline or rechargeable 
NiMH batteries)

AUTONOMY

He      1 x 10-5 
CH4   5 x 10-5 
R12     5 x 10-5 
Ar       1 x 10

1 second increment and erasureT90 


